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NT8310A-160105-D
=R TS TE A ARRA,
High-speed oil-free pattern template machine
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XY double synchronous belt transmission, through RFID electronic radio frequency automatic identification pattern, automatically
switch out the corresponding sewing program and quickly sew. The electronic follow-up presser foot accurately presses the sewing
material to prevent the occurrence of faults such as thread skipping and thread breakage. Modularly equipped with laser and knife
device, it is suitable for template sewing processes such as pocket welting, pocket cover and collar making.

BRI Table size NT8310A-160105-D NT8310A-200105-D NT8310A-250105-D
: (FRBIR /9I%EC ) ‘ INEEHHEBNR PNEEHHBHR INEEHHBNR
i (Auxiliary board is optional) | with auxiliary board with auxiliary board with auxiliary board
2100x1760 mm 800mm x 2 1000mm x 2 1200mm x 2
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Electronic follower foot prevents thread
skipping and thread breakage
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FBALEHISEEE Extra Large Sewing Range

184R TZ 4187 Template process video
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REEHE 1% ATERAIFEFT SR BEREF FERER FERIFER WEThisE
Thermal pants front Quilting and insert pocket Back yoke Single inside pocket Inside zipper pocket Pants zipper
and zipper welting welting
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RZMER WEFFRAE IS MEEL
Non-ironing pocket Insert pocket & dart Pocket attaching Inside pocket attaching
attaching

RASE /S
NT8310A-160105D | NT8310A200105-D | NT8310A-250105D

45 5%I5E M Sewing area 1600 1050mm 2000 1050mm 2500 1050mm
£375 Stitch 5 301 L&l

B4R Max. speed 2800r/min 2500r/min

£T8E Stitch length 0.5-12.7mm

5 Needle type DBX1 (#8) #7~14

HiE#R Hook type s MEHER Double the full rotation of the shuttle
FRERIETISER Intermediate presser foot adjustment range RAHEFHE 20mm/ 18 4mm  Lifting amount:20mmy/Stroke: Standard 4mm
EFHAA Program input method usB

R IN#E 5 0 Template holding mode SomagetaiELT Pneumatic clip type or compression type

E[% Voltage 220V

SJE Air pressure 0.4-0.6MPa

BINE Power T750W

EE/%E (kgs) G/N weight 634/749 634/749 634/749
&2 | MIRZEE Gross weight of beam/side panel (kg) 34/106 45/106 48/106
FARRT Body size (mm) 1990X1247X1530 1990 X 1247X 1530 1990X1247X1530
MR R~T Side panel size (mm) 2055 % 885240 2055 X 885X 240 2055 % 885 240
HZ R~ Beam dimension (mm) 2620%255%215 3230X 345X 255 3470X 345X 255
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